
RELEASE INSTRUCTIONS: INSTALLING OR REMOVING

  

  

  

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

RELEASE INSTRUCTIONS: INSTALLING OR REMOVING

W A R N I N G

W A R N I N G W A R N I N G

W A R N I N G W A R N I N G

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

Avoid serious injury or death:  Before installing or
removing SNAPS, eliminate all load on 5th wheel legs.

object

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

WHEN INSTALLING “SNAPS LITE”:
Place thumb behind release hole and fingers on
the outside.  Retract or pull plunger handle out
approximately one inch, then push against red
dot, opening up “SNAPS” at same time.
(See illustration for hand positions.)
WHEN REMOVING “SNAPS LITE”:
Retract or pull plunger handle out approximately
one inch, then press with a small pointed
               (ex. ball point pen).

RELEASE INSTRUCTIONS: INSTALLING OR REMOVING RELEASE INSTRUCTIONS: INSTALLING OR REMOVING

RELEASE INSTRUCTIONS: INSTALLING OR REMOVING RELEASE INSTRUCTIONS: INSTALLING OR REMOVING

W A R N I N G


